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ABSTRACT

We show that the two-point cross-correlation of potential-field recordings is
equal to the Green’s function between the two points. This holds under the con-
dition that spatially and temporally uncorrelated noise sources exist throughout
the volume. They should have a known amplitude spectrum and their correlated
strengths should be equal to the real part of the dissipative medium property
function. Natural fluctuations, such as thermal noise, may occur that satisfy
the necessary conditions. When these fluctuations are random deviations from
a state of thermal equilibrium the fluctuation-dissipation theorem determines
these external sources. This allows for Green’s function retrieval for all types
of fields that satisfy a similar quasi-static field equation. Under equilibrium
conditions, possible downhole reservoir applications include virtual source DC
electric resistivity measurements, fluid flow measurements and local tempera-
ture estimations.
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1 INTRODUCTION

The notion of interferometry to mean the extraction of
transmission or reflection responses from passive record-
ings, and use of the newly constructed data for imaging
the surroundings has been known for more than 20 years
(Scherbaum, 1987; Buckingham et al., 1992). During
the past eight years many interferometric methods have
been developed for random fields and for controlled-
source data. Many of the underlying theories have in
common that the medium is assumed to be lossless. The
main reason for this underlying assumption is that the
wave equation in lossless media is invariant for time-
reversal. For an overview of the theory of seismic in-
terferometry or Greens function retrieval and its appli-
cations to passive as well as controlled-source data, we
refer to a reprint book of Wapenaar et al. (2008), which
contains a large number of papers on this subject.

It has been shown (Snieder, 2006; Snieder, 2007;
Weaver, 2008) that a volume distribution of uncorre-
lated noise sources, with source strengths proportional
to the dissipation parameters of the medium, precisely
compensates for the energy losses. This approach holds

both for waves in dissipative media and for pure dif-
fusion processes. Recently Wapenaar et al. (2006) and
Snieder et al. (2007) showed that interferometry by
cross-correlation, including its extensions for wave fields
and diffusive fields in dissipative media, can be repre-
sented in a unified form. This naturally leads to the
question of whether potential fields can also be retrieved
by cross-correlation of noise measurements. Potential
fields are the late-time limits of quasi-static fields. Low
frequency induced polarization methods use quasi-static
electric fields. In practice potential field values are ob-
tained by integrating measured field values. This is done
by sampling the field at a certain rate and averaging
the results over a predetermined time window. This av-
erage value is then stored as the value corresponding to
the potential field. Therefore all potential field measure-
ments involve a frequency bandwidth within which the
potential field is measured. That is why there can be
measurable effects of temporal fluctuations in a poten-
tial field.

Physical mechanisms for the noise sources were not
identified in the previous studies on field correlations in
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dissipative media. Here we find that when these noise
sources are caused by thermal fluctuations, the cross-
correlation functions of these thermal noise sources are
completely described by the fluctuation-dissipation the-
orem (FDT) (Callen & Welton, 1951). We first describe
the principle using the quasi-static electric-field approx-
imation to Maxwell’s equations. Electric fluctuations at
the microscopic level are caused by thermal motion of
electrically charged micro-particles, such as electrons
and ions. At the macroscopic level these correspond to
fluctuations in the electric field, which then act as the
source (Landau & Lifshitz, 1960). We derive an identity
for the real part and the imaginary part of the Green’s
function between two points from cross-correlations of
field fluctuations at the same two points that are caused
by sources distributed throughout the volume. We then
identify thermal noise sources as possible sources satis-
fying all necessary requirements and show the relation
with Brownian motion and the Johnson-Nyquist electric
circuit noise. We then extend these findings to measure-
ments both in a macroscopic piecewise-continuous open
medium of infinite extent and a partially closed medium,
such as when the surface of the earth is included. We
generalize this analysis to hold for all quasi-static fields
satisfying an equation similar to that of the quasi-static
electric field, subsurface fluid flow being an example.
Finally, we discuss some possible downhole applications
for reservoir characterization and production manage-
ment.

2 QUASI-STATIC ELECTRIC FIELD
EQUATIONS AND INTERACTIONS

When the time variations in the magnetic field are neg-
ligible, the electric field is curl-free. This implies the
electric field can be written as the gradient of a space-
time dependent scalar electric potential function. This
is known as the quasi-static electric field. The macro-
scopic space-time quasi-static electric field is determined
by the scalar electric field potential V (r,t), the total
electric current density J(r,t), the total anisotropic
electric-conductivity 3 x 3 tensor time-convolution op-
erator, o(r,t), which includes the time derivative of
the permittivity, the external electric-charge injection
or extraction rate ¢°(r,t), and the external electric field
strength, E°(r,t). We define the time-Fourier trans-
form of a space-time-dependent quantity as f(nw) =
[ exp(iwt) f (v, t)dt, where i is the imaginary unit and w
denotes angular frequency. The frequency-domain total
conductivity is given by & (r,w). The effects of all possi-
ble time-relaxation mechanisms are incorporated in the
frequency-dependent complex-valued conductivity ten-
sor. The reciprocal of the conductivity tensor is the re-
sistivity tensor é’ , such that é’é’ = I, where I denotes
the 3 x 3 identity matrix. Starting from Maxwell’s equa-
tions the quasi-static electric field equations are written

as
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where the resistivity matrix, é’ , is symmetric é’ = é'T,
and ¢ - J stands for
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for k =1,2,3, (3)

m and k denoting the three Cartesian vector compo-
nents. These field equations can be combined into a sin-
gle equation given by

V-(6-VV)=-I, (4)

where the source term is the effective electric current
that is injected or extracted; it is given by

I(r,w) = ¢ (r,w) + V- (6(r,w) - E°(r,w)), (5)
where V - (¢ - E€) stands for

Henceforth the dependency on frequency is omitted
from function arguments. For Green’s functions we use
point sources I(r) = §(r — r’), and the electric poten-

tial becomes a Green’s function, V (r) = G(r,r’), which
satisfies

V-le(r)- Vé(r, r)] = —6(r —1). (7)

Two source types are given in equation (5) and we can
define two distinct Green’s functions

qu(r,'r/) d:Ef G(’r,’r’), (8)

GVE(r, vy =G, vV -6(r), 9)

where V’ acts on 7’. For a distributed external electric
field, occupying the domain D, the electric potential is
given by
VE(’I‘) = G(r,r')V' e (r) - Ee(r/)]d3r/. (10)
T'eD

2.1 Global field interactions

Two different states, labeled A and B, are considered.
The states can differ in their source mechanisms, their
medium parameters, and their spatial and temporal lo-
cations. Here we take 64 = 65 = &, and we assume
that & is symmetric. Equation (4) for state B can be
pre-multiplied with the electric potential 1% A, resulting
in

VaV-6-VVp =—Vals, (11)

and then be integrated over an arbitrary bounded spa-
tial domain D, with outer boundary OD, which has a



continuous outward pointing unit normal vector nT =
{n1,n2,ns}, to give

/VAdesr = /(VVA)-& (VVp)d*r
D D
—7{ VATL -0 - VVBdQ’r‘. (12)
oD

To arrive at equation (12), integration by parts and
Gauss’ divergence theorem has been used in the in-
tegral containing the divergence operator. The result-
ing boundary integral runs over the outer boundary,
where continuity conditions or explicit conditions of the
Dirichlet and/or Neumann types are assumed to apply.
In the latter case the boundary integral vanishes. Sim-
ilarly, equation (4) for state A can be multiplied with
Vi and integrated over the domain D, resulting in

/VBfAd3r = /(VVA).& A(VVE)d3r
D D

— ¢ Van-&-VVadr. (13)
oD
Notice that the volume integral in the right-hand side
of equation (12) is equal to the volume integral in the
right-hand side of equation (13).

‘We now use delta functions for the sources, IAAyB =
d0(r — ra,B), and the potentials become Green’s func-
tions as defined by Vag = G(n ra,B). For these sources
and fields equations (12) and (13) become

G(rp,ra) = /D(vé(nm)) -6 - (VG(r,rp))d*r

— G(T,TA)n~&-Vé(r,rB)d2r, (14)
aD

G(ra,rp) = /(VG(T7TA)) & - (VG(r,rp))d*r

—?{ G(r,re)n-&-VG(r,ra)d®r. (15)
oD

Here we have assumed that both points 74, g are inside
D.
Subtracting equation (14) from (15) gives

G(ra,ms) — G(TB7TA):7{

(é(mr,q)n-é’-VGA(an)
)

—G(T,TB)n~&~VG(T,TA)) d*r.  (16)

For two fixed locations, 4 and 7, the left-hand side
of equation (16) is fixed, independent of the choice of
D, therefore the right-hand side is also fixed and in-
dependent of the choice of D. The right-hand side of
equation (16) is therefore independent of the size and
shape of D as long as the points 4, g are both inside
the volume. When the volume is taken as infinite space
the surface integral goes to zero. This is because the
Green’s function is proportional to the inverse of dis-
tance, while its gradient is proportional to the inverse
of distance squared; hence, the product goes to zero pro-
portionally to inverse distance cubed and we sum over a
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spherical surface proportional to only distance squared.
Combining this with the value of the left-hand side that
is independent of choice of D, implies that the boundary
integral is zero for any bounded volume, even when the
medium is arbitrarily heterogeneous outside D. This es-
tablishes the well-known source-receiver reciprocity re-
lation G(TA7 re) = G(TB7 ra), and also leads to the
relation

jéDGA(nrA)n .

= G(r,r)n-6-VG(r,ra)d’r, (17)
aD

Q>

-VG(r,rp)d*r

which remains valid when both r4 p are outside the
volume, because then the left-hand side of equation (16)
is always zero. Note that each integral in equation (17)
vanishes when the volume is taken as infinite space.

3 GREEN’S FUNCTION RETRIEVAL

Taking the complex-conjugate state for state A is equiv-
alent to taking the time-reversed causal state in the time
domain. Using this in equations (12) and (13) leads to
expressions involving cross-correlations of quantities in
the time-domain. Using this in the frequency-domain
and using source-receiver reciprocity, we directly obtain
the global interactions by taking the complex-conjugate
Green’s function for state A in equations (14) and (15),
as

G*(rp,ra) = /D(vé*(nrA)).&-(vé(mg))dsr

—% G*(r,ra)n-6-VG(r,rp)d*r, (18)
o

G(rp,ra) = /D(vé*(nm)).&* (VG(r,rp))dr
—?{ G(r,rp)n-6*-VG*(r,ra)d’r. (19)
oD

where the superscript * denotes complex conjugation.
We extend the domain D to three-dimensional infinite
space R® and use the fact that in that case each sur-
face integral goes to zero. We then obtain two integral
relations for the Green’s function directly as

G*(rp,ra) :/RB(VCJ*(T',47r)).é-.(VGA(7'1377'))d3r7 (20)

G(re,ra) :/H;S(VCA?*(TA,r))~é'*~(Vé(rB,r))d3r. (21)

Interestingly, the only difference between the right-hand
sides of equations (20) and (21) is in the complex con-
ductivity. By adding and subtracting equations (20) and
(21), we obtain

3{G(rp,ra)} =
— /R3 (VG (ra,r))- {6} (VG(rp,r))d®r, (22)
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and
R{G(rp,ra)} =
/RS (VE (ra, 7)) - R{G} - (VO(rs, r)d°r. (23)

Equations (22) and (23) show that either the real or
imaginary parts of the Green’s function between r 4 and
T is obtained from products of the complex-conjugate
Green’s function measured at 4 and Green’s functions
measured at rp. Both are caused by external electric-
field point sources at r, whose strengths depend on ei-
ther the real or imaginary parts of the conductivity. In-
tegration over all sources in R? finally gives the Green’s
function. To see the application of the expression in an
experiment we consider an external electric-field source
occupying infinite space. According to equation (10) we
can write for a receiver at 74 and a source at r as

VE(ra) = / Glra, )V -6(r)  E(r)d®r, (24)
TEeR3
and we can use one integration by parts to obtain
VE(ra) = —/ [VG(ra,r)]-6(r)- E(r)d®r. (25)
TeR3

This means we can write the vector Green’s function
corresponding to this electric-potential field as

GVE(TA,T) = —[VG(TA,T)] -o(r). (26)

To be able to substitute this expression in equations (22)
and (23) we need to rewrite the imaginary and real parts
of the conductivity tensor as

R{6} = 5(6" +6)= 56" (C+C) 6
=6"-R{(}- 6, (27)
N D L
%{U}:E(U—O’):EU'(C -¢)-0
=-6" 3{¢}-6. (28)

Using these results we can express equations (22) and
(23) in terms of the vector Green’s function for the
electric-potential caused by an external electric field as

{G(rp,ra)}t =

[ G E ] S(8 -G s 'y, (29)

R{G(rp,ra)} =
/RS (GVE(ra )] R} GV E (r s, r)dPr. (30)

Two other equally valid expressions for the real and
imaginary parts of the Green’s function are obtained by
adding and subtracting equations (14) and (18),

3{G(rp,ra)} =
/RS VG (ra,r)}6(VG(rs,r))d*r, (31)

R{G(rp,ma)} =
/R3 R{VG*(ra,r)}6(VG(rp,r))d*r. (32)

We can either take the real and imaginary parts of the
conductivity as a weight for the cross-correlations of
measurements or take the real and imaginary parts of
the measurements at 74 for the cross-correlations and
use the complex conductivity as a weight.

4 FIELD FLUCTUATIONS

In the time-domain the Green’s matrix is causal,
hence G(rp,ra,t) = 0 for ¢t < 0, and the time-
reversed Green’s function is time-reversed causal, hence
G(ra,rp,—t) = 0 for —t > 0. For this reason ei-
ther G(rp,ra,t) or G(ra,rp,—t) can be retrieved from
the left-hand sides of equations (29)-(30). In the zero-
frequency limit the imaginary part of the Green’s func-
tion goes to zero, because the imaginary part of & goes
to zero when frequency goes to zero; then only equa-
tion (30) can be used to retrieve the Green’s function.

Apart from the usefulness of equations (29)-(30) for
modeling and inversion (Wapenaar, 2007), and for val-
idation of numerical codes, here the primary interest is
in possible applications of remote sensing without active
sources.

4.1 Fluctuations about a thermodynamic
equilibrium state

If the system is in thermal equilibrium, then sponta-
neous fluctuations will occur for which the ensemble av-
erage cross-correlations of the equivalent source densi-
ties are determined by the fluctuation dissipation the-
orem (FDT) (Callen & Welton, 1951). The FDT is a
generalization of two historic observations and explana-
tions. The first is the original observation on Brown-
ian motion by Einstein (1905) in which he noted that
the random forces that cause the erratic motion of a
particle in Brownian motion, would also cause drag if
the particle were pulled through the fluid. From this
analysis it followed that the average of the frictional
force squared is equal to the diffusion constant, D with
D = kT u. Here, p is the mobility of the particles, kg is
Boltzmann’s constant, and T is temperature. The sec-
ond is an observation by Johnson and its explanation
by Nyquist (Johnson, 1928; Nyquist, 1928), now known
as the Johnson-Nyquist experiment regarding thermal
noise in an electric R, C' circuit, where R is the constant
resistance of the circuit and C' its constant capacitance.
Johnson found that the square of the measured voltage
over the circuit was proportional to the resistance of the
circuit, given by (V?) = 2kpTR/w, where the brack-
ets mean the measurement would be averaged over all
times. In practice the measurement is carried out with
digital equipment, by averaging sampled values over a



finite time window. The sampling rate defines the max-
imum frequency and the time-window defines the mini-
mum frequency of the experiment. This implies that the
measurement can be written in the frequency-domain as

Wmax . 2
/ V(w)V* (w)dw = ;ICBTR(wmax — Wmin)- (33)
This is under the assumption that the resistance is a
constant for all frequencies involved and the capacitance
plays no role. When the total resistance varies as a func-
tion of frequency, equation (33) is modified to

(34)
where Z denotes the impedance of the circuit. In the
case of Johnson’s experiment the impedance is given by
Z = (R™' —iwC)™!, C being the capacitance of the
circuit, and R{Z} = R/(1 + (wRC)?); hence, for a non-
conductive circuit, R — oo leads to R{Z} — 0.

These results were later generalized by Callen and
Welton (1951) in the FDT. Using these observations
in the general form of FDT for piecewise continuous
macroscopic systems, we find that when a scalar observ-
able V is related to a field I through a linear response
function R as V = fﬁi, the power spectrum of the ob-
servable is proportional to the real part of the linear re-
sponse function 8?{1:2} For a general linear medium and
the frequency dependent conductivity being a piecewise
continuous function of position we can use the same the-
orem for thermal fluctuations of the electric field vector
to satisfy (Landau & Lifshitz, 1960) the relation that is
written in vector components as

/’ZIGR3 Ek(r)E:(T/)d3r’ — %kBT?R{CAkT(r)} (35)

W=Wmin

Only equation (30) can be used for Green’s function
retrieval using this thermal fluctuational field, because
the right-hand side of equation (35) contains the real
part of the electric resistivity matrix, which is contained
in equation (30). By writing the observation of electric-
potential at 74 or rp as a response to a thermal noise
source in accordance with equation (5) as

Vira) = /reRS GVE(TA,T) . E('r)dB'r, (36)

Vire) = /1‘/eR3 GVE(TB, r')- E(’r’)dB'r', (37)

and using equation (35) in the product of V*(TA) and

V(rp) results in

V(ra)'V(rs) :/mm /T/ERE[C:VE(TA,T)]* - E*(r)

E@)-GVE(rg,r)d®r d®r,

_ %kBT GV E(ra, 7)) RICY - GV E (rp,r)dPr, (39)

R3

which is equal to the right-hand side of equation (30),
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apart from the energy factor 2kpT' /7. This gives the de-
sired Green’s function retrieval formulation from cross-
correlation of the potential measurements between 74
and rp

U (ra)V (rg) = %kgm{é(m,m)}. (39)

Snieder (2006) was the first to propose a similar ex-
pression for the scalar diffusion equation. The Green’s
function in the right-hand side of equation (39) is the
electric potential at r 4 due to a current injection at rp.
This is an observable for actual dipole current sources
and potential differences measured in the field, which
are easily obtained by combining different observations.

When the medium is not dissipative everywhere in
R3, the non-dissipative part of the medium can be ex-
cluded to allow the boundary to run at the intersection
of the dissipative and non-dissipative domain. Under
quasi-static electric field conditions, the earth surface
is such an interface, and Dirichlet conditions apply to
the normal component of the electric current, so that
the boundary integrals present in equations (18) and
(19) are still zero and equation (23) remains valid in
the reduced volume where the medium is dissipative.
This implies that the electric response of the earth as
a heterogeneous half space can be determined by cross-
correlations of thermal fluctuational noise recordings. If
other source mechanisms are present, these thermal fluc-
tuations might be too small to be measured, although
increasing the measurement time enhances the signal-
to-noise ratio in the correlation results.

4.2 Strengths of electric thermal noise signals

The expected strength of the thermal noise fields de-
pends on the thermal energy. Boltzmann’s constant is
kg ~ 14 x 10728 J/K, and for a room temperature of
T ~ 300 K, we find kT ~ 4.2 x 102! J. The total
energy delivered between two electrodes is equal to the
energy dissipated in the medium by the resistance of the
medium, which is related to the location of the two elec-
trodes. This results in |V|?/R = 2kgTAw/7, where R is
the apparent resistance of the medium and Aw is the an-
gular frequency bandwidth of the measurement. The en-
ergy depends on the bandwidth of the instrument used
in the experiment; we assume a frequency bandwidth
of Af = 10kHz, and use Aw = 27Af, f being natural
frequency. The power is 4k TAf ~ 1.7 x 10~ 16 Watt. If
the apparent resistance of the measurement is 50 €2, the
mean fluctuation of the squared electric potential dif-
ference between these two points is [V|> ~ 0.85 x 107
which corresponds to measuring a voltage difference be-
tween the two electrodes of V = 90nV. This is a small
number, but certainly within the measurable range of
modern equipment. Furthermore, in our estimate we
have not made use of any amplification of the recorded
signal. If we have a high quality amplifier that has a
linear behavior over the whole frequency bandwidth,
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the signal can be increased and the only concern is the
noise in the amplifier. The bandwidth of the measure-
ment can be increased, which will result in a stronger
signal because the mean energy of the signal is pro-
portional to the bandwidth. We can, of course, mea-
sure over periods longer than one second and average
the values that are measured over one second. Finally,
the apparent resistance of a measurement is given by
V/I = Rapp = (470app|r —r'|) ™", where oapp is the ap-
parent conductivity of an equivalent homogeneous in-
finite medium, r is the position where the potential
is measured and r’ is the position where the current
is injected. For the assumed 50() apparent resistance
in our example, and a distance between the two elec-
trodes of |r — 7’| = 1 m, the apparent conductivity is
capp = 1.6 mS/m. For larger values of the apparent
conductivity the distance between the two electrodes
should be proportionally smaller than 1 m, if the mea-
surement threshold is 90 nV. By varying the distances
between r and r’, given an apparent conductivity, we
can always find electrode pairs that will lead to a high
quality virtual measurement from cross-correlations of
thermal noise potential difference recordings.

5 GENERALIZATION TO OTHER
POTENTIAL FIELD METHODS

We have established the Green’s function retrieval for-
malism for the quasi-static electric field. We have shown
that thermal fluctuations lead to correlations of the elec-
tric potential that are proportional to the real part
of the Green’s function, with the thermal energy as
the proportionality factor. This was obtained using the
fluctuation-dissipation theorem, which is valid for any
linear system. This result can now be used to generalize
the concept to any other type of potential field method.
The general equation can be written as

V- (xV¢)=-V-3, (40)

which is equal to equation (4) with x = &, d; =V and
3 =6 - E°. For this general equation the Green’s func-
tion retrieval from cross-correlations of thermal fluctu-
ations is given by

R{G(rp,ma)} =
[ 96 ] R - (96l ()

FDT gives the general correlations of the vector source
term as

/RS 5(r)s(r)dr’ = %szT%{f((r)}. (42)

For example, for subsurface flow problems we have
X = R, Kk being the hydraulic conductivity, d; = fz, be-
ing the hydraulic head and V - § = § being the source
or sink. Thermal fluctuations of the hydraulic head lead

in this case to correlations of the gradients of the hy-
draulic heads being proportional to the real part of the
hydraulic conductivity.

All fields that satisfy equation (40) can be used
when fluctuational noise sources exist, either thermal
or of another origin. In the latter situation the fac-
tor 2kpT'/m must be replaced in equation (42) with an
appropriate measure of the noise. The only important
property is that the noise sources should be uncorre-
lated in space and time, relative to the resolution scale
of the measurement.

Other possible fields that satisfy equation (40) are
quasi-stationary mass diffusion and, when equation (40)
is modified to allow for vector fields, linearized momen-
tum transport. Those fields can also be used to retrieve
the system’s Green’s function from cross-correlations of
fluctuational noise recordings. Other possible extensions
are electro-static fields, gravitational fields, quasi-static
magnetic fields and heat conduction fields. For these
and conceivable other potential fields thermal equilib-
rium fluctuations may not be the source of the noise,
but other suitable causes of noise may exist. These re-
sults can be applied to other type of fields, like diffusive
fields and wave fields, see e.g. Snieder et al. (2009).

6 DISCUSSION ON POSSIBLE OILFIELD
APPLICATIONS

The two examples of quasi-static (or DC) electric field
measurements and subsurface flow problems are poten-
tially of particular interest for applications in hydrocar-
bon exploration and time lapse monitoring of the local
changes caused by production. Especially, downhole sit-
uations can possibly be regarded as in (near) thermal
equilibrium over the measurement time windows, be-
cause they are far away from cultural noise generated
at the surface and are much less dependent on the daily
thermal cycles caused by solar radiation and nightly
cooling. This implies that downhole equipment would
need to consist of measurement devices only; no power
is required to generate the fields. By measuring time
series of the electric potential differences between four
electrodes in a single hole or cross hole, two can be used
as a virtual electric dipole source, while the other two
as the measurement electrodes. Repeating this for all
available electrodes, full coverage can be reached where
any electrode pair in the configuration can be used as
a virtual electric dipole source and any other electrode
pair can be used to measure the resulting electric poten-
tial difference. The technical merits of such passive mea-
surements and the specifications of the measurement set
up for a laboratory experiment are detailed in Johnson
(1928). We have also shown that the static limit of a
DC-electric measurement can be obtained from thermal
fluctuations.

During pauses in production, e.g., after a produc-
tion cycle, it would perhaps be possible to measure fluid



flow in the reservoir, thereby obtaining information as if
any location of a measurement is a virtual injection or
production point. The response to such a virtual source
or sink is obtained from cross-correlating recordings of
the head differences at any two measurement locations
in a well or between two wells. This could then be used
to gain a better insight in the reservoir flow properties
and in the changes in these properties over sufficiently
large production windows.

A third potentially attractive application is the
possibility of measuring downhole temperatures using
cross-correlations of electric noise measurements. The
cross-correlation of the local electric potential difference
between two electrodes is equal to the product of the lo-
cal temperature and the Green’s function between the
electrodes, which is an apparent resistance. When an
active measurement is performed between the same two
electrodes to obtain the local apparent resistance value
corresponding to that measurement configuration, the
ratio of the noise measurement and the active measure-
ment directly gives the temperature scaled by Boltz-
mann’s constant and 2/7. This can be a possible so-
lution for the downhole temperature measurement at
many locations inside or outside a well. The practical
applicability depends on the strength of the thermal
noise signal. This should be such that the necessary time
windows, over which the signal should be averaged, are
short enough to assume a relatively constant tempera-
ture. Calibration and testing of the method under vari-
ous circumstances could be achieved by simply combin-
ing this procedure with independent temperature mea-
surements in or near a well. Combining passive and
active measurements at many receiver locations across
wells could be used to obtain an estimate of the volu-
metric temperature distribution. Specimen temperature
has been estimated in the lab on an aluminum cylinder
from cross-correlations of acoustic thermal noise record-
ings and calibrating them to active recordings (Weaver
& Lobkis, 2003).

Under the assumption of subsurface steady state
and thermal equilibrium conditions all three pro-
posed possible applications can have some merit for
measurement-and-control type reservoir management
systems. More applications are deemed possible.

7 CONCLUSIONS

We have derived interferometric relations to obtain the
Green’s function of a quasi-static field between two
points from the two-point correlation of noise measure-
ments. This has led to representations for the imagi-
nary part and for the real part of the Green’s function.
The static potential function is the late-time limit of
the quasi-static field and is a real function. For this rea-
son the representation for the real part is of interest.
We have shown the relationship between the autocor-
relation of the electric potential over an electric circuit
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and the resistance of the circuit. This is extended by the
fluctuation-dissipation theorem to arbitrary linear dis-
sipative systems and can be used for Green’s function
retrieval. We have shown that thermal fluctuations of
electric fields have volume-integrated correlations equal
to the real part of the local resistivity times the ther-
mal energy. This directly leads to the identity for the
cross-correlation of thermal noise measurements at two
locations being equal to the Green’s function between
those two locations.

Based on the analysis for the quasi-static electric
field and the general form of the fluctuation-dissipation
theorem, we have generalized the quasi-static field
Green’s function retrieval formulation to any linear sys-
tem satisfying a similar modified Laplace equation. Sub-
surface fluid flow was given as an example. According to
the fluctuation-dissipation theorem, thermal noise gives
the correlation functions of the sources that are required
by the Green’s function retrieval formulation from the
reciprocity theorem.

Finally, we have proposed three possible downhole
applications in reservoir environments. Full coverage DC
electric resistivity measurements can be generated from
correlations of electric noise recordings. A volumetric
distribution of flow properties can be determined from
correlations of thermal noise measurements of the hy-
draulic head at all possible well locations. Downhole
temperature can be computed from the ratio of cross-
correlation of electric potential thermal noise recordings
to active resistivity measurements between the same
electrodes. These applications depend on the assump-
tion that thermal noise is the major source of fluctua-
tions and requires that the system is in steady-state and
in thermal equilibrium.
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